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GA™ SERIES
UNRIVALED HOLE QUALITY; 
HEIGHTENED PRODUCTIVITY.
Built on a long-standing legacy of innovation, the 
new Jacobsen® GA series provides industry-leading 
aeration performance. Every strike delivers incredible 
precision, creating superior hole quality and enhanced 
productivity that will allow your turf to quickly recover 
and thrive.



PRODUCT CONFIGURATION

GA™600 With the widest aeration span in the line, the GA 600 deep tine aerator features a 
superior driving force which ensures the greatest depth of aeration is achieved, and 
a heavy-duty design to withstand the harshest conditions. When equipped with the 
AerStrike™ 4 tine attachment system, the GA 600 operates as the industry’s only 
aerator that performs deep aeration in a single pass.

Standard Configuration:
72” Tractor Mount
Up to 12” Working Depth
PerfectStrike Tine Head Motion 

Accessories:
AerStrike 4 Tine Attachment System
Tine Blocks
Window Kit
Rear Roller

GA™580 With a unique combination of precision and speed, the GA 580 intermediate aerator 
is built to enhance productivity without sacrificing hole quality. The GA 580 can be 
equipped to core fairways at industry-leading speeds, while also having the capability 
to perform intermediate depth aeration on sports fields, fairways and greens. Designed 
for ease of operation and maintenance, the GA 580 provides single-tool depth 
adjustments, allowing you to achieve the perfect depth for your turf.

Standard Configuration:
70” Tractor Mount
Up to 8” Working Depth
PerfectStrike Tine Head Motion 

Accessories:
AerStrike 2 Tine Attachment System
Core Collector
Window Kit
Rear Roller

GA™450 Tackle tee boxes, approaches and greens with unrivaled hole quality with the GA 
450. A spring-dampening tine arm motion delivers superior quality, while a lightweight 
design enables the machine to operate quickly and efficiently. The GA 450 increases 
productivity while maximizing your bottom line.

Standard Configuration:
54” Tractor Mount
Up to 8” Working Depth
PerfectStrike Tine Head Motion 

Accessories:
AerStrike 2 Tine Attachment System
Core Collector
Window Kit
Rear Roller

EQUIPPED AS STANDARD
• Side Drive O-Ring Chains
• Single-Tool Depth Adjustment
• Adjustable Tine Angle
• Superior Driving Force

• Crank Shaft Components
• Height Adjustment Tools
• Adjustable Stands for Use When          
  Disconnected From Tractor

JACOBSEN ADVANTAGE
For over 95 years, Jacobsen has been designing and manufacturing industry-
leading turf maintenance equipment. A strong focus on engineering innovative 
technology has led to advancements that deliver impeccable quality of cut on 
user-friendly equipment.

FULL LINE DELIVERING PRECISION PERFORMANCE
The GA series is built to tackle everything from manicured greens and rolling fairways to expansive sports fields, all with 
precision performance, increased productivity and elevated turf health. A deep-tine aerator, the GA600 creates unmatched 
hole quality over a wide area, utilizing the series’ unique PerfectStrike™ tine head motion. The intermediate-depth GA450 
and GA580 achieve unparalleled hole quality, with increased speed and productivity.



GA 600

 Weight Without Tools 2330 lbs (1066 kg)

 Working Width 72 in (1.83m)

 Working Depth (Adjustable) 1 in - 12 in (25 - 305 mm)

 Lateral Hole Spacing (Standard)  3 in (12 mm), 6 in (18 mm)

 Lateral Hole Spacing Multi-Tine Head  
 (Required for AerStrike Attachment)

 2 in (5/16 in), 3 in                                                                   
(12 mm - AerStrikeTM head),4.5 in (18 mm) 

 Hole Spacing - AerStrike Attachment 2” - 3” diamond pattern (51 mm - 76 mm)

 Recommended Tractor

 Recommended Power (Rated/PTO) 55 hp/45hp (41kW/33.5kW)

 Recommended Lift Capacity 2800 lbs (1270 kg)

 Recommended Operation PTO Speed 490 RPM- 510RPM

 3-Point Hitch Attachment Class  I or II 

  Productivity

 *Operating at 500 RPM PTO Speed Speed Productivity

 2 in Forward Spacing 0.8 mph (1.3 kph)  25344 ft2/hr (2355 m2/hr)

 4 in Forward Spacing 1.0 mph (1.6 kph) 31680 ft2/hr (2943 m2/hr)

 6 in Forward Spacing 1.5 mph (2.41 kph) 47520 ft2/hr (4415 m2/hr)

 Max Speed - 7.5 in Forward Spacing 2.1 mph (3.54 kph) 69696 ft2/hr (6475 m2/hr)

 AerStrike Attachment (460RPM) 1.4 mph (2.17 kph) 42768 ft2/hr (3973 m2/hr)

SPECIFICATIONS
GA 580

1400 lbs (635 kg)

70 in (1.78m)

1 in - 8 in (25 - 203 mm)

 4.5 in (12 mm), 3 in (3/8 mm)

N/A

1.7” - 3” diamond pattern (43mm - 76 mm)

35 hp (18.6kW)

1600 lbs (726 kg)

540 RPM

I

Speed Productivity

0.9 mph (1.3 kph)  27720 ft2/hr (2355 m2/hr)

1.8 mph (1.6 kph) 55440 ft2/hr (2943 m2/hr)

2.7 mph (2.41 kph) 83160 ft2/hr (4415 m2/hr)

3.2 mph (3.54 kph) 101640 ft2/hr (6475 m2/hr)

1.4mph (2.17 kph) 43120 ft2/hr (3973 m2/hr)

GA 450

 Weight Without Tools 1200 lbs (544 kg)

 Working Width 54 in (1.38m)

 Working Depth (Adjustable) 1 in - 8 in (25 - 203 mm)

 Lateral Hole Spacing (Standard)  4.5 in (12 mm), 3 in (3/8" mm)

 Hole Spacing - AerStrike Attachment 1.7 in - 3 in diamond pattern (43 mm - 76mm)

 Recommended Tractor

 Recommended Power (Rated/PTO) 30hp (22kW)

 Recommended Lift Capacity 1400lbs (635 kg)

 Recommended Operation PTO Speed 540 RPM

 3-Point Hitch Attachment Class I

 Productivity

 *Operating at 540 RPM PTO Speed Speed Productivity

 2 in Forward Spacing 0.9 mph (1.3 kph) 21384 ft2/hr (2355 m2/hr)

 4 in Forward Spacing 1.8 mph (1.6 kph) 42760 ft2/hr (2943 m2/hr)

 6 in Forward Spacing 2.7 mph (2.41kph) 64152 ft2/hr (4415 m2/hr)

 Max Speed - 7.4 in Forward Spacing 3.3 mph (3.54 kph) 78408 ft2/hr (6475 m2/hr)

 AerStrike Attachment (460RPM) 1.7 mph (2.17 kph) 3752 ft2/hr (3090 m2/hr)
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A patented design ensures tines 
enter and exit the turf vertically 
and from an optimal pivot point 
height. This precise movement 
delivers a truly straight and more 
perfectly round hole. The result 
is minimal damage to the root 
zone and more uniform aeration, 
allowing turf to recover quickly.

PERFECTSTRIKE TINE 
HEAD MOTION

With a rear-mount roller location, 
the GA series provides superior 
ground-following capability and 
consistent aeration quality and 
depth. Quickly and easily adjust 
depth of aeration with a design 
purposefully created for ease of 
maintenance and operation.

STRATEGIC ROLLER 
PLACEMENT

The optional attachment provides 
40-70% heightened productivity 
throughout the series. By 
distributing optimal spacing and 
operating in a diamond pattern, 
the system reduces aeration time 
and elevates turf condition.

AERSTRIKE ATTACHMENT 
SYSTEM
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