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Specifications 

Drive 
 540 RPM Tractor PTO input 
 PTO driven hydraulic Pump to power reel 
 5 V-belt drive to vacuum impeller 
 Ø1.5” hardened steel blower drive shaft 
 Ø1.5” harden steel jackshaft 
 Minimum 35 HP (26 kW) for sweeper 
 Minimum 45 HP (34 kW) for verti-cut 
Hydraulics 
Hydraulic System 17 gallons (64 l) 
Hydraulic Cooling Full flow filter with oil 
Tires, Brakes and Steering 
Tires 26.5 – 14.00 x 12 wide turf tires 

Castor: 12 – 6 x 6 pneumatic 
Service Brakes Relies on tow vehicle brakes 
Hopper 
Capacity 7.0 cu. yd. (5.1 cu. m) 
Construction 14 gauge steel formed panels 
Dump Hydraulic open and close tailgate 
Reels 
Sweeper Reel 72” (1.83 m) Terrain following sweeper 

head. 4 rows of 6” rubber fingers 
Verti-cut Reel 72” (1.83 m)  72 harden steel flail blades 
Brush Reel 72” (1.83 m) 4 rows of brushes 
Vacuum System 
Dimension Ø34” (Ø57 cm) 8-blade vacuum fan 
Construction Balanced, high strength abrasion 

resistant impeller. Replaceable liner, 
large cleanout door 

Displacement 3800 CFM 
Weights and Dimensions 
Weight 3500 lbs (1588 kg) 
Length 180” (4.58 m) 
Width 84” (2.14 m) 
Height 87” (2.21m) 

 

 

 

 
 

Product Configuration 

 Tow type combination sweeper and vacuum 
 72” (1.83m) sweeping width 
 Self-contained 

Options & Accessories 

□ Nylon bristle brush sweeper head 
□ Flexible rubber sweeping finger head 
□ Combination verti-cut and sweeper head 
□ Over-the-road tow package 
□ 25/16 Ball Hitch 
□ 25’ (7.6 m) hand held vacuum hose 

Model 72-000 


